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2. ELECTRICAL

2.1 100% OPEN AND SHORT TEST.
2.2 CONDUCTOR RESISTANCE: 5 OHMS MAX.
2.3 INSULATION RESISTANCE: 10 MEGOHMS MIN.
2.4 HDTV-DVD TEST : 1080P
3. PACKAGING: A PC/PE-BAG PACKAGING.
4. ALL MATERIALS ARE RoHS COMPLIANT.

VILLLISLLISLISLILLILSIISISISSS SIS SIS IS ISY,

7\

HEMI : BVI-0 DUAL LINK CABLE
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1. MATERIAL 140
1.1 CABLE: {[ (7/0. 10BC*1P+7/0. 10BC+AM) *4PCS+7/0. 10BC*1P
+7/0. 10BCX3C+AM+7/0. 12BC+128/0. 12ALM+BLACK PVC JACKET.
OD: 6.0 + 0.2 mn
1.2 HDMT 19PIN TYPE A MALE:BLACK TNSULATTON, HDMI : DVI-D DUAL LINK CABLE
GOLD PLATED CONTACTS , GOLD PLATED SHELL. o
1.3 DVI(18+1) MALE:BLACK INSULATION, * Gold plated DVI-D and HDMI Connector (C-Lock, 360°shielded)
GOLD PLATED CONTACTS , GOLD PLATED SHELL. * High performed shielded cable, AWG 30
1.4 ALL HOOD:MOLDED BLACK PVC. 180 * OFC (Oxygen free copper conductors)

= Bandwith up to 165MHz, 4.95 Gbit/s
* Resolution: 1920x1080P
* Length: 2.0m
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e A male to male, black, 2M, C-Lock | \,
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