
GOOGLE EDLA CERTIFIED SLOT-IN OPS

Model name i3COMPUTER EDLA OPS

CPU  Quad-core A78 2.6GHz + Quad-core A55 2.0GHz

GPU Mali G57 MC5 880Mhz

Chipset MTK8195

Memory 8GB

Storage (EMMC) 128GB

Wi-Fi Wifi 6

Bluetooth 5.2

LAN Gigabit LAN (RJ45)

Power consumption 35 Watt

Front I/O

HDMI in 2.0 1

HDMI Out 2.0 1

USB-C Out DP out 1.2+USB 3.0 DFP+USB OTG 1

USB-A 3.0 3

Earphones/Line out 1

Mic In 1

RJ45 In 1, 10/100/1000Mbps

LED 1

Reset Button 1

Power Button 1

Back I/O
DC in 1(Voltage: 12/19V)

OPS JAE 80Pin 1

Weight Physical (kg) 0,75 kg

Operating Conditions
Temperature 23°F to 113°F (-5°C to 45°C)

Humidity 104% - 90% non-condensing

Operating System Android 13

GUARANTEED COMPATIBILITY

Since OPS manufacturers can change the specifications of their units without notice and the fact that those specs can have regional differences, i3-Technologies 
cannot provide any recommendations about compatibility of i3TOUCH units with third-party OPS solutions. i3-Technologies can also not make suggestions about 
compatibility between older and newer generations of the i3COMPUTER OPS and i3TOUCH. We recommend you follow the recommendations of the i3-Technologies 
company and its representatives or one of our accredited resellers.

Google EDLA- 
certified solution.
Experience incredible functionality with our Google EDLA-certified 
solution - an i3TOUCH E-ONE powered by a certified Slot-In PC. 
The bundle ensures official access to the Google Play Store and 
Google Workspace, allowing you to log in on your interactive 
display using your Google account like you would on your 
smartphone.


